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OPEN 
CASSETTE 
AWNING

TECHNICAL INFO

	■ Frame: Made from aluminium extrusions  
with aluminium parts and components 

	■ Arms: Made from aluminium extrusions  
with double springs and stainless steel chain 

	■ Fabric: Acrylic or Polyester available

	■ Operation: Motorised using powerful  
45-120NM motor (depending on size), with mechanical limit  
and emergency override. Built in transformer 
 to enable LED function. 

	■ Lights: Built in LED lights in the arm, 
in daylight white with ON/50%/OFF function. 

	■ Sensor: Wireless battery operated motion 
sensor attached to the awning included

STRAND LED

ADDITIONAL EXTRAS

	■ Frame: Frames can be powder coated  

to most K7 RAL colours  

	■ Signwriting: Logos and text can 

be printed on the main cover and valance

	■ Weighted rod can be added to the valance

	■ Additional valance can be ordered

	■ Additional remote controls can be ordered

	■ Side and Front curtains can be attached

	■ Telescopic Legs: Available in White and 

Anthracite Grey

	■ Jockey Roll: Can be used with this system

OPTIONS

	■ Size: Start from 2.2m to 7m wide in one piece,  

7m to 12m in two pieces (to be assembled on site) 

	■ Arm Size: 1.5m, 2m, 2.5m, 3m, 3.5m 

	■ Frame Colour: Available in White and 

Anthracite Grey as standard. 

	■ Fabric Colour: 100’s of colours available 
from top European suppliers

	■ Valance: 200mm straight valance included

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE GREY
RAL 7016

WHITE
RAL 9003

See page 41 for more information
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OPEN 
CASSETTE 
AWNING

TECHNICAL INFO

	■ Frame: Made from aluminium extrusions  
with aluminium parts and components 

	■ Arms: Made from aluminium extrusions  
with double springs and stainless steel chain 

	■ Fabric: Acrylic or Polyester available

	■ Operation: Motorised using powerful 45-120NM 
motor (depending on size), with mechanical limit 
and emergency override. Built in transformer  
to enable LED function. 

	■ Lights: Built in LED lights in the front bar, 
in daylight white with ON/50%/OFF function. 

	■ Sensor: Wireless battery operated motion 
sensor attached to the awning included

STRAND 
 BRIGHT VISION

ADDITIONAL EXTRAS

	■ Frame Colour: Frames can be powder coated  

to most K7 RAL colours 

	■ Lights: LED Lights in the arms 

	■ Weighted rod can be added to the valance

	■ Additional valance can be ordered

	■ Additional remote controls can be ordered

	■ Signwriting: Logos and text can 

be printed on the main cover and valance

	■ Side and Front curtains can be attached

	■ Telescopic Legs: Available in White and 

Anthracite Grey

	■ Jockey Roll: Can be used with this systemOPTIONS

	■ Size: Start from 2.2m to 7m wide in one piece,  

7m to 12m in two pieces (to be assembled on site)

	■ Arm Size: 1.5m, 2m, 2.5m, 3m, 3.5m 

	■ Frame Colour: Available in White and 

Anthracite Grey as standard.

	■ Fabric Colour: 100’s of colours available  
from top European suppliers. 

	■ Light Functions: LED in the arms and front 
bar can be operated simultaneously with  
one remote or separately via remote  
and wall switch

	■ Valance: 200mm straight valance included

LED CONFIGURATIONS

	■ Front Bar + Standard arms  

1 x remote control

	■ Front Bar + LED arms,  ON/50%/OFF together 

1 x remote control

	■ Front Bar + LED arms, ON/50%/OFF Separately 

1x remote control and 1 internal switch 

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE GREY
RAL 7016

WHITE
RAL 9003

See page 41 for more information
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DROP 
DOWN 
VALANCE

TECHNICAL INFO

	■ Drop Valance Operation: Manual with small 
winding handle

	■ Frame: Made from aluminium extrusions  
with aluminium parts and components 

	■ Arms: Made from aluminium extrusions  
with double springs and stainless steel chain 

	■ Fabric: Acrylic or Polyester available

	■ Operation: Manual or motorised using 
powerful 45-120NM motor (depending on size), 
with mechanical limit and emergency override.  
Built in transformer to enable LED function 

	■ Lights: LED lights are not included

	■ Sensor: Wireless battery operated motion 
sensor attached to the awning included

Telescopic Legs

STRAND DV

AVAILABLE IN ONE STANDARD COLOUR

ANTHRACITE GREY
RAL 7016

ADDITIONAL EXTRAS

	■ Frame: Powder coating not available 

	■ Lights: LED Lights in the arms 

	■ Signwriting: Logos and text can 

be printed on the main cover and valance

	■ Eyelets can be added to the valance

	■ Additional valance can be ordered

	■ Additional remote controls can be ordered

	■ Weighted rod can be added to the valance

	■ Side and Front curtains can be attached

	■ Telescopic Legs: Available in White and 

Anthracite Grey, recommended with this system

	■ Jockey Roll: Can be used with this system

OPTIONS

	■ Size: Start from 2.2m to 6m wide in one piece

	■ Arm Size: 1.5m, 2m, 2.5m, 3m, 3.5m 

	■ Frame Colour: Available in White and 

Anthracite Grey as standard. 

	■ Fabric Colour: 100’s of colours available 
from top European suppliers

	■ Valance: 300mm straight valance  

+ up to 1600mm drop valance

See page 41 for more information
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OPEN 
CASSETTE 
AWNING

TECHNICAL INFO

	■ Frame: Made from aluminium extrusions with 
aluminium parts and components. 

	■ Arms: Made from aluminium extrusions with 
double springs and stainless steel chain. 

	■ Fabric: Acrylic or Polyester available.

	■ Operation: Manual or Motorised using 
powerful 45NM motor, with mechanical 
limit and emergency override.

	■ Lights: Built in LED lights in the arm, 
in daylight white with ON/50%/OFF function. 

	■ Sensor: Wireless battery operated motion 
sensor attached to the awning included OPTIONS

	■ Size: See Chart 

	■ Arm Size: 1.5m, 2m, 2.5m, 3m, 3.5m

	■ Frame Colour: Available in White and 

Anthracite Grey as standard.

	■ Fabric Colour: 100’s of colours available 
from top European suppliers

	■ Valance: 200mm straight valance included

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE GREY
RAL 7016

WHITE
RAL 9003

STRAND Cross Arm

ADDITIONAL EXTRAS

	■ Frame: Frames can be powder coated to 

most K7 RAL colours 

	■ Signwriting: Logos and text can 

be printed on the main cover and valance

	■ Additional valance can be ordered

	■ Additional remote controls can be ordered

	■ Weighted rod can be added to the valance

	■ Telescopic Legs: Available in White 

and Anthracite Grey

	■ Jockey Roll: Can be used with this system

See page 41 for more information

ARM SIZE B C D E

1.5 130/190 85 75 63 15

2 160/240 109 99 88 15

2.5 180/290 135 129 113 15

3 210/350 160 155 138 15

3.5 240/400 186 180 163 15

Smallest / Largest
A
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BRIXTON

TECHNICAL INFO

	■ Frame: Aluminium frame and components  
in anthracite grey RAL 7016 as standard

	■ Arms: Aluminium arms with double springs and a 
double stainless steel chains

	■ Front Bar: Aluminium profile with extra strength to 
withstand the arms power and the large fabric weight

	■ Aluminium Hood: Aluminium cover with side caps, 
in Anthracite grey RAL7016 added to the frame 
separately

	■ Fabric: Swela Fabrics only 

	■ Operation: Strong reliable motor with emergency 
manual override and remote control

	■ Telescopic Legs: Recommended for extra stibility

	■ Size: Projection: Arms available in 4m, 4.5 and 5m 
 Width: 5m and up to 6m

GIANT
AWNINGS

AVAILABLE IN ONE  
STANDARD COLOUR ANTHRACITE GREY

RAL 7016
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MAYFAIR

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE GREY
RAL 7016

WHITE
RAL 9003

TECHNICAL INFO

	■ Frame: Made from aluminium extrusions  
with aluminium parts and components 

	■ Arms: Made from aluminium extrusions with 
double springs and twin coated cables and 
integrated LED 

	■ Fabric: Acrylic or Polyester available

	■ Operation: Motorised only using powerful 
80NM motor, with mechanical limit and 
emergency override. Built in transformer to 
enable LED function. 

	■ Lights: Built in LED lights in the front section 
of the arm, in warm white with ON/50%/OFF 
function. 

	■ Sensor: Wireless battery operated motion 
sensor attached to the awning included

FULL 
CASSETTE 
AWNING

ADDITIONAL EXTRAS

	■ Frame: Frames can be powder coated to most 

K7 RAL colours 

	■ Signwriting: Logos and text can 

be printed on the main cover and valance

	■ Additional valance can be ordered

	■ Additional remote controls can be ordered

OPTIONS

	■ Size: Start from 2.3m to 7m wide, in one piece 

	■ Arm Size: 1.5m, 2m, 2.5m, 3m, 3.5m 

	■ Frame Colour: Available in White and 

Anthracite Grey as standard 

	■ Fabric Colour: 100’s of colours available 
from top European suppliers

	■ Valance: 200mm straight valance included
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FULL CASSETTE 
AWNING

KENSINGTON

TECHNICAL INFO

	■ Frame: Made from aluminium extrusions  
with aluminium parts and components 

	■ Arms: Made from aluminium extrusions  
with double springs and twin coated cables

	■ Fabric: Acrylic available

	■ Operation: Motorised only using powerful  
50NM motor, with mechanical limit and  
emergency override 

	■ Lights: Not available

	■ Sensor: Wireless battery operated motion sensor  
attached to the awning included 

OPTIONS
	■ Size: 4m wide only

	■ Arm Size: 3m only  

	■ Frame Colour: Available in White and 

Anthracite Grey as standard 

	■ Fabric Colour: 100’s of CITEL colours 

available

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE 
GREY

RAL 7016
WHITE
RAL 9003
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VICTORIA 
WITH FIXED HINGEALUMINIUM 

TRADITIONAL
AWNING

TECHNICAL INFO

	■ Extendable Design: Integrated jointing channels 
within the box and front bar allow for easy extension 
beyond 6 meters by merging two sections 
seamlessly. 

	■ Box: Crafted from extruded aluminium, featuring 
internal channels that enhance strength while 
securely joining the top and bottom sections. 

	■ Front Bar: Crafted from a single piece of extruded 
aluminium for superior durability and resistance 
to bending. The traditional tacking lath is replaced 
with a convenient insert channel and the P section 
is incorporated in front bar, allowing for effortless 
valance insertion.

	■ Arms: Forged from 22mm stainless steel, the arms include 
high quality arm flags and shoes, ensuring strength and 
longevity. 

	■ Roller tube: Box is designed for compatibility with a 
standard 80mm aluminium roller tube that features 
a groove for quick and secure attachment of covers 
with a 6mm insert. 

	■ Spring Mechanism: Available in two re-engineered 
sizes, ensuring balanced weight distribution. The 
Spring Maxi is recommended for awnings wider 
than 5 meters with a projection of 2 meters or more. 
The spring is encased in a plastic tube to minimize 
noise during awning operation. 

	■ Operation: Available in manual pull-down and 
motorised operation options. OPTIONS

	■ Width Range: Available in sizes from 1.5m to 

6m wide. 

	■ Arm Length: Options range from 1m to 2.2m. 

	■ Arm Finishing: Stainless steel or mild steel that 

can be powder coated to most K7 RAL colours.

	■ Box & Front Bar Finish: Can be powder coated 

in a wide selection of K7 RAL colours.  

	■ Fabric: Acrylic & polyester options are available 

in 100’s of colours from top European suppliers. 

	■ Valance: Available in both straight & wavy designs.

ADDITIONAL EXTRAS
	■ Ironmongery: Available in matt black, 

but can be powder coated to most K7 RAL 

colours.

	■ Signwriting: Logos and text can be 

printed on the main cover and valance. 

	■ Curtains: Side and front curtains can be 

attached.

	■ Remote Controls: 1 & 15 Channel remote 

controls are available.
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VICTORIA 
WITH STAINLESS STEEL SLIDER

TECHNICAL INFO
	■ Extendable Design: Integrated jointing channels 
within the box and front bar allow for easy extension 
beyond 6 meters by merging two sections 
seamlessly. 

	■ Box: Crafted from extruded aluminium, featuring 
internal channels that enhance strength while 
securely joining the top and bottom sections. 

	■ Front Bar: Crafted from a single piece of extruded 
aluminium for superior durability and resistance 
to bending. The traditional tacking lath is replaced 
with a convenient insert channel and the P section 
is incorporated in front bar, allowing for effortless 
valance insertion.

	■ Arms: Forged from 22mm stainless steel, the arms 
include high quality arm flags and shoes, ensuring 
strength and longevity. 

	■ Roller tube: Box is designed for compatibility with a 
standard 80mm aluminium roller tube that features 
a groove for quick and secure attachment of covers 
with a 6mm insert. 

	■ Spring Mechanism: Available in two 
re-engineered sizes, ensuring balanced weight 
distribution. The Spring Maxi is recommended for 
awnings wider than 5 meters with a projection of 
2 meters or more. The spring is encased in a plastic 
tube to minimize noise during awning operation. 

	■ Operation: Available in manual pull-down only.

	■ Stainless Steel Sliders: The redesigned slider 
components improve the overall fixture stability and 
offer smoother movement. Pre-drilled grub screw 
holes eliminate the need for welding.

OPTIONS
	■ Width Range: Available in sizes from 1.5m to 

6m wide. 

	■ Arm Length: Options range from 1m to 2.2m. 

	■ Arm Finishing: Stainless steel or mild steel that 

can be powder coated to most K7 RAL colours. 

	■ Box & Front Bar Finish: Can be powder 

coated in a wide selection of K7 RAL colours.  

	■ Fabric: Acrylic & polyester options are 

available in 100’s of colours from top European 

suppliers. 

	■  Valance: Available in both straight & wavy designs.

ADDITIONAL EXTRAS
	■ Ironmongery: Available in matt black, but can 

be powder caoted to most K7 RAL colours.

	■ Signwriting: Logos and text can be printed 
on the main cover and valance. 

	■ Curtains: Side and front curtains can be 
attached.

	■ LED light

	■ Wireless transformer 

	■ Remote Controls: 1 & 15 Channel remote 
controls are available to control the LED light.

ALUMINIUM 
TRADITIONAL
AWNING
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DROP ARM
AWNING

TECHNICAL INFO

	■ Frame: Made from aluminium extrusions with aluminium 
parts and components

	■ Fabric: Acrylic or Polyester available 

	■ Arms: Spring loaded aluminium round arms 

	■ Operation: Manual or motorised using powerful 45NM 
motor, with mechanical limit and emergency override.

CHELSEA

ADDITIONAL EXTRAS

	■ Frame: Powder coating not availabe

	■ Signwriting: logos and text can be printed on 

the main cover and valance

	■ Additional valance can be ordered

	■ Additional remote controls can be ordered

OPTIONS

	■ Size: Start from 1 m to 6m wide 

	■ Arm Size: 0.8m to 1.4m horizontal projection  

	■ Frame Colour: Available in White and Anthracite Grey as 

standard

	■ Pitch: Set to 90 degree as standard, on request up to 135 degrees

	■ Fabric Colour: 100’s of colours available 
from top European suppliers

	■ Valance: 200mm straight valance included 

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE GREY
RAL 7016

WHITE
RAL 9003
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TECHNICAL INFO

	■ Frame: : Made from aluminium extrusions with 
aluminium arms.

	■ Fabric: Mesh, acrylic and polyester options are available.

	■ Mesh Openness Factor: 5%. 

	■ Operation: �Motorised using powerful 20Nm, with 
electronic limit.

MINI
CHELSEA

OPTIONS

	■ Width: 1000mm to 3000mm.

	■ Arm Length: 900mm horizontal projection.

	■ Pitch: 90 degrees to 160 degrees.

	■ Frame Colour: Available in White and Anthracite Grey as 
standard.

	■ Fabric Colour: 100’s of colours from top European suppliers.

	■ Mesh Colour: White/Linen, White/Pearl, White/Grey, Black/
Pearl and Black/Black.

DROP ARM
AWNING



28 29

CAMDEN

TECHNICAL INFO

	■ Frame: Made of extruded aluminium in three 
colours white, anodised, anthracite gray

	■ Joints: Made of glass filled nylon in white, grey  
and anthracite grey

	■ Fixing: Easy to install by using aluminium hooks

	■ Fabric: 100’s of fabric colours from  
top European suppliers 

	■ Operation: Fixed

	■ Trims: Made of flexible plastic to hide staples

	■ Size: Projection: 0.6 to 1.2m | Width: 1m to 6m

WEDGE
CANOPY
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BOW

TECHNICAL INFO

	■ Frame: Made of extruded aluminium in three 
colours white, anodised, anthracite gray

	■ Joints: Made of glass filled nylon in white, grey  
and anthracite grey

	■ Fixing: Easy to install by using aluminium hooks

	■ Fabric: 100’s of fabric colours from  
top European suppliers 

	■ Operation: Retractable through a cord and pulley 
system or fixed in place

	■ Trims: Made of flexible plastic to hide staples

	■ Size: Projection: 0.6 to 1.5m | Width: 1m to 7m

DUTCH
CANOPY
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SOHO

TECHNICAL INFO

	■ Frame: Made of extruded aluminium in three 
colours white, anodised, anthracite gray

	■ Joints: Made of glass filled nylon in white, grey  
and anthracite grey

	■ Fixing: Easy to install by using aluminium hooks

	■ Fabric: 100’s of fabric colours from  
top European suppliers 

	■ Operation: Fixed in place

	■ Trims: Made of flexible plastic to hide staples

DOME
CANOPY
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CONSERVATORY

TECHNICAL INFO
	■ Frame: Made from aluminium extrusions 

with aluminium parts and components.

	■ Height:

	■  Fixed guide rail roof mounting bracket: up 
to 1000mm.

	■ Adjustable guide rail roof mounting 
bracket: 90 to 175mm.

	■ Fabric: Acrylic or Polyester available 

	■ Operation: Motorised using powerful 50Nm 
motor, with mechanical limit and emergency 
override.

OPTIONS
	■ Installation:

	■  Free Standing.

	■ Over/Under Roof Mounted.

	■ Width: 2000mm to 5000mm wide.

	■ Available Projection:  3000, 3500, and 4000mm

	■ Pitch:
	■ Free Standing Minimum of 15 degrees.

	■ Over Roof Mounted: Minimum of 10 degrees.

	■ Under Roof Mounted: Minimum of 5 degrees.

	■ Frame Colour: Available in White and Anthracite 
Grey as standard.

	■ Fabric Colour: 100’s of colours from top 
European suppliers.

	■ Additional Features:
	■  LED light on cross beam.

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE 
GREY

RAL 7016
WHITE
RAL 9003

RICHMOND

ADJUSTABLE BRACKET FREE STANDING

FIXED BRACKET

ADDITIONAL EXTRAS
	■ Signwriting: Logos and text can be 

printed on the main cover and valance
	■ Additional remote controls can be ordered
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PERGOLA

TECHNICAL INFO
	■ Hidden drainage system 

	■ High load-bearing strength - it can 
withstand  up to 80kg/m²

	■ Strong wind resistance rated at 120km/h 

	■ Louvers:

	■  Anti UV

	■  Weatherproof 

	■  Open up to 90 degrees 

OPTIONS
	■ Installation:

	■  Free Standing 

	■ Wall Mounted

	■ Operation: Motorised only

AVAILABLE IN ONE  
STANDARD COLOUR ANTHRACITE 

GREY

RAL 7016

ADDITIONAL EXTRAS
	■ Manual Zipper Blind 

	■ Fixed Shutter 

	■ Heater with or without Bluetooth speaker 
(see page 40)

BABYLON
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MOORGATE

TECHNICAL INFO

	■ Frame: Frame made from aluminium extrusion 
with aluminium parts and components

	■ Frame Colour: Available in anthracite grey  
as standard

	■ Fabric: Acrylic, polyester or mesh available.

	■ Operation: Motorised using powerful  
45nm motor, electronic limit

	■ Size: Width 1m to 4m | Height from 1m to 3m

ADDITIONAL EXTRAS

	■ Frame: Powder coating not availabe

	■ Signwriting: Logos and text can be  

printed on the cover

	■ Additional remote control 

can be ordered

ZIP
SYSTEM

AVAILABLE IN ONE  
STANDARD COLOUR ANTHRACITE GREY

RAL 7016
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TELESCOPIC
LEGS

AVAILABLE IN TWO STANDARD COLOURS

ANTHRACITE GREY
RAL 7016

WHITE
RAL 9003

TECHNICAL INFO

	■ Frame: Made of extruded anodised aluminium,  
with stainless steel ball heads

	■ Fixings: The base plate is dome shaped with a smooth 
edge. The legs have ball heads at the ends with an easy 
click and release operation in the base plate

	■ Operation: Manual only adjusting with a turned knob

	■ Size: One size to fit all from 1800mm to 3500mm 
Base place 110mm diameter

HEATERS BATTERSEA

A

B

C

D

Model Dimensions (mm) POWER (W) COVER AREA (M2) PRICE

A BS-SP-2.4 1870*189*67 2400 25-32 £330

B BS-2.4 1595*189*67 2400 25-32 £260

C BS-SP-1.8 1370*189*67 1800 18-25 £280

D BS-1.8 1095*189*67 1800 18-25 £220
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STEEL
BRACKETS Disclaimer: All fabricated steel products 

are made from mild steel and powder-
coated for durability. Some rusting may 
occur over time.
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RC15
MULTI-CHANNEL REMOTE 

CONTROLS UP TO 15 MOTORS, 
INDIVIDUALLY OR ALL AT ONCE

COMPATIBLE MODELS
	✔ STRAND

	✔ KENSINGTON

	✔ CHELSEA

	✔ BRIXTON

COMPATIBLE MODELS
	✔ STRAND

	✔ KENSINGTON

	✔ CHELSEA

	✔ BRIXTON

RC1
SINGLE CHANNEL

REMOTE CONTROL

REMOTE CONTROLS

RC1 LED
SINGLE CHANNEL 

REMOTE CONTROL  
+ ON/50%/OFF LED 

COMPATIBLE MODELS
	✔ STRAND LED

	✔ STRAND BRIGHT VISION

	✔ MAYFAIR 	✔ VICTORIA

	✔ RICHMOND

COMPATIBLE MODELS
	✔ STRAND LED

	✔ STRAND BRIGHT VISION

	✔ MAYFAIR 	✔ VICTORIA

	✔ RICHMOND

MS1000: MOTION SENSOR, COMPATIBLE TO  
ALL OUR MOTOR RANGE. BATTERY OPERATED 

AVAILABLE IN WHITE & BLACK 

P BOX: WIFI BRIDGE TO ALLOW YOU TO  
OPERATE YOUR AWNING VIA PHONE APP

RC15 LED
MULTI CHANNEL REMOTE 

CONTROL + + ON/50%/OFF LED  
CAN OPERATE UP TO 15 MOTORS 
SEPARATELY OR ALL TOGETHER

TO WELD AND GLUE 
AN INFINITE RANGE OF 

TECHNICAL TEXTILES AND 
INDUSTRIAL FABRICS

UK’S ONLY SEAMLESS 
GLUING MACHINE 
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WARNINGS & 
NOTES

SIGNWRITING

SIDE CURTAINS

1.	Your Awning Warranty would be invalid if you fit side curtains

2.	It is recommended you fit legs to the awning

3.	The remote control should not be used whilst the side curtains are fitted

4.	Side labs do not create a full seal and gaps should be expected

5.	The fabric will flap and pull in the wind when using snap hook and damage to the fabric may occur

6.	Care should be taken when taking off and putting on the curtains

TELESCOPIC LEGS

1.	 Your Awning Warranty would be invalid if you fit front legs

2.	 Vibration wind sensor cannot be fitted when telescopic legs installed

3.	 The remote control should not be used whilst the telescopic legs are fitted

4.	 Care should be taken when taking off and putting on the telescopic legs

JOCKEY ROLL

1.	 Your Awning Warranty would be invalid if you fit jockey roll

2.	 Vibration wind sensor cannot be fitted when jockey roll installed

3.	 The remote control should not be used whilst the jockey roll is fitted

4.	 Jockey roll must be retracted prior to closing the awning 

STEEL BRIDGES AND BRACKETS

1.	  The awning warranty does not cover any fabricated steel component

2.	 All brackets and bridges are made from mild steel and finished with durable powder coating

3.	 While this coating provides protection, the steel may rust over time, especially in coastal or high-humidity 
areas, or if exposed to industrial pollution, chemical residues, frequent moisture, or if the coating becon 
scratched or damaged
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